
Reconnecting Cross Walls and 
Separated Masonry using Thor CD 
12mm Drive Fix Tie

General Notes
This information is for general guidance only. If they do not apply to your specific project, please contact the Thor Helical Remedial Technical 
Support Team on  0845 400 6666. Thor Helical Remedial are able to offer a full project design service either in-house or through our National 
Network of Registered Installers. In most instances, this service is provided free of charge.
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Using the same tried and tested, patented 
helical technology as the other Thor 
driven ties, the Thor 12mm CD Drive Fix Tie 
has been developed to provide a unique 
masonry stabilization option. It can be 
used to reconnect separated masonry wall 
sections instead of the more involved and 
intrusive grouted tie techniques.

Method Statement
1. Select pilot bit size for use with 112mm 
helical wall anchor. Choose 10mm bit for 
hard masonry or 8mm bit for softer masonry

2. Select tie length (610mm, 760mm or 
910mm).

3. Drill pilot holes at specified centres to 
a depth 30mm longer than the selected 
helical wall anchor.

4. Load the red end of the wall anchor into 
the SDS drive adaptor and set SDS hammer 
drill to hammer.

5.  Drive helical anchor fully into pilot hole 
until red end is recessed.

6. Make good 8mm or 10mm hole using 
colour matched mortar.

39For further information call our technical support team on 0845 400 6666 or visit www.thorremedial.com

THOR CD 12MM DRIVE TIE ANCHOR SPECIFICATION

1. Material AISI 316 marine grade stainless steel

2. Anchor Size 12mm dia. x 610mm, 760mm and 910mm

3. Cross Sectional Area 29mm2

4. Tensile Strength 1050-1200N/mm2 (typical 32.1kN)

5. Shear Strength 22.4kN

Drive Thor CD 12mm masonry anchor pins 
into 8-10mm pilot hole to re-connect and 
reinforce walls in a range of remedial structural 
applications.
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